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Emerald 300 Maschinenraumloser Aufzug
Machineroomless lift

Merkmale auf einen Blick
•	 Schachtgrubenmaße Standard
	 – Mit Klappschürze ≥ 250 ≤ 399 mm
	 – Mit Teleskopschürze ≥ 399 mm
•	 Baumustergeprüft in Übereinstimmung mit der 
	ARL  95/16/EG und EN81-1/EN81-1 A2:2004
•	 Tragkraft von 450 kg bis 1600 kg
•	F örderhöhe ≤ 30 m bei 450 kg bis 1050 kg*

	F örderhöhe ≤ 45 m bei >1050 kg*
•	 Geschwindigkeit 1,0 m/s
•	A ntrieb gearless
•	 Türen zentral oder einseitig öffnend**

•	D urchladung für 630 kg, 1000 kg, 1275 kg
	 und 1600 kg
•	F eldbussteuerung FST – geringe Montagekosten
	 durch vorkonfektioniertes System
•	 Variable Anordnung des Steuerschrankes

Optional
•	 Evakuierungssteuerung EVA
•	 Sonderabmessungen und Anfertigungen nach 
	K undenwunsch
•	L iftmonitoring LMS
•	 Ausführung nach EN81-70:2003 und EN81-70/A1:2004
•	 Ausführung nach EN81-71:2005 und EN81-71/A1:2006
•	F angvorrichtung am Gegengewicht***

Auf Anfrage (Einzelprüfung erforderlich)
•	 Feuerwehraufzug nach EN81-72: für Tragkraft von 
	 1275 kg – 1600 kg

*	 Größere Förderhöhe auf Anfrage
**	 Typenabhängig
***	 Benötigt größere Schachtbreite

Vorteile
•	D er zentral geführte Rahmen gewährleistet optimales 
	F ahrverhalten.
•	D urch die schwenkbare Stütze für Wartungsarbeiten 
	 und deren Einbindung in den Sicherheitskreis ist ein 
	 gefahrloses Arbeiten in der Schachtgrube möglich.
•	A lle Ersatzmaßnahmen integriert für die Ausführung 
	 mit reduzierter Schachtgrube.
•	A utomatische Klappschürze wird nur im 
	N otbefreiungsfall aktiviert.
•	A utomatisches Zurückführen der Klappschürze in die 
	N ormalfahrtposition nach der Notbefreiungsmaß-
	 nahme.

Features at a glance
•	 Standard pit depth
	 – with folding apron ≥ 250 ≤ 399 mm
	 – with telescopic apron ≥ 399 mm
•	 Type certification in accordance with Lift Directive 
	 95/16/EC and EN81-1/EN81-1 A2:2004
•	D uty load from 450 kg to 1600 kg
•	 Travel height ≤ 30 m for 450 kg up to 1050 kg*

	 Travel height ≤ 45 m for >1050 kg*
•	 Speed 1,0 m/s
•	 Gearless drive
•	D oors centre opening or side opening**

•	 Through car for 630 kg, 1000 kg, 1275 kg
	 and 1600 kg
•	F ield bus controller type FST – reduced installation 
	 cost due to pre-wired system
•	 Variability in positioning of the controller cabinet

Optional
•	 Evacuation control EVA
•	 Special dimensions and arrangements on customer
	 request
•	L iftmonitoring LMS 
•	C ompliance with EN81-70:2003 and EN81-70/A1:2004
•	C ompliance with EN81-71:2005 and EN81-71/A1:2006
•	 Safety gear on counterweight***

On request (individual check needed)
•	 Fire-fighter lift compliant with EN81-72: for duty loads 
	 from 1275 kg to 1600 kg

*	 Higher travel height on request
**	D epends on type
***	 Requires greater shaft width

Advantages
•	 The centrally guided car ensures optimal riding 
	 comfort.
•	 Working without danger in the shaft pit is possible by 
	 means of the swing-out maintenance safety pillar and 
	 its inclusion into the safety circuit.
•	A ll contingency measures have been integrated for the 
	 model with reduced shaft pit.
•	 The automatic folding toe guard is activated only in 
	 case of evacuation of passengers.
•	 The toe guard folds back automatically into the normal 
	 position operation after the evacuation of passengers.



With know-how to the top!

Steuerung

Technische Daten

•	 Kompakte Bauform 2000x400x200 mm (HxBxT)
•	 Basisanordnung, siehe Seite 5 und 6
	 „Produktspezifikationen“
•	 Lackierter Schrank in IP44 (RAL 7032)
•	 Schwenkhebelverschluss mit Profilzylinder 
	 abschließbar
•	 Verstellfüße zum Ausgleich unterschiedlicher 
	F ußbodenaufbauten
•	 Aufzugwärter-Bedienpaneel enthält alle 
	 Schaltelemente zur Personenbefreiung
•	 Bereich für befugtes Personal ist abgedeckt 
	 mit einer durchsichtigen Plexiglasplatte
•	 Notbetrieb-Monitor ersetzt die Überwachung
	 des Antriebs bei Rückholfahrt (EN81-1 14.2.1.4)
•	 Notstromversorgung USV ermöglicht die 
	P ersonenbefreiung bei Spannungsausfall

Controller 

Technical Data

•	 Compact design 2000x400x200 mm (HxWxD)
•	 Standard position, refer to page 5 and 6
	 “Product specifications” 
•	 Painted cabinet protection class IP44 (RAL 7032)
•	 Key locked by locking cylinder mounted into turn 
	 lever handle
•	 Adjustable footing for compensation of uneven floors
•	 The panel for the lift rescue person contains all 	
	 necessary switching elements to free trapped persons
•	 The cabinet section, accessible to authorised persons
	 only, is covered by a transparent plexiglass cover
•	 Emergency operation monitor replaces direct 
	 observation of the drive in case of emergency 
	 operation in compliance with EN81-1 14.2.1.4
•	 Emergency power supply by UPS enables evacuation 
	 of passengers in case of power failure



Emerald 300 Maschinenraumloser Aufzug
Machineroomless lift

steuerungstechnik

•	 Plug-and-play-Steuerung FST gewährleistet kürzeste 
	M ontagezeiten durch vorkonfektionierte Schacht-
	 installation
•	 Vorkonfektioniertes Hängekabel (Flachband)
•	 Vielfältige Diagnose- und Fernwirkfunktionen
•	 Einfache Inbetriebnahme durch Lern- und Kalibrierfahrt
•	 Digitale Schachtkopierung durch Inkrementalgeber
	 (am Geschwindigkeitsbegrenzer)
•	 Umfangreiche Sicherheitsüberwachung in Verbindung 
	 mit reduzierter Schachtgrube

Antriebstechnik

•	 Feldorientierter Frequenzumrichter im Schacht 
	 integriert
•	 Ansteuerung und Bedienung über DCP vom 
	 Schaltschrank aus

Optional

•	 Handterminal HHT (bzw. FST-IRT in Verbindung mit 
	 der Etagenanzeige EAZ-VFD) ermöglicht die Parametrie-
	 rung des Frequenzumrichters von der Kabine aus
•	 Schaltschrank lieferbar in Feuerschutzklasse F30 
	 (ohne Funktionserhalt), Maße: 2300x520x280 mm 
	 (HxBxT)
•	 Variable Anordnung bis zu 25 m entfernt, bezogen 
	 auf die Basisanordnung
•	 Schrank in V2A geschliffen
•	 Einfahren und Nachholen bei offener Tür

control technology

•	 Plug-and-play controller FST enables short installation 
	 time due to pre-wired shaft cabling
•	 Pre-wired travelling cable (flat type)
•	 Numerous functions for diagnostics and remote 
	 interaction
•	 Simple commissioning with test-drive function and 
	 calibration test
•	 Digital shaft registration by incremental encoder (on 
	 the overspeed governor)
•	 Sophisticated safety monitoring in connection with 
	 the reduced shaft pit

Drive technology

•	 Field-oriented frequency inverter integrated into 
	 the shaft
•	 Control and operation via DCP from the cabinet

OPTIONal

•	 Hand terminal HHT (or FST-IRT in combination with 
	 position indicator EAZ-VFD) allows setting of param-
	 eters of the frequency inverter from cabin top
•	 Control cabinet with fire-resistance class F30 
	 (without backup of functions), dimensions: 
	 2300x520x280 mm (HxWxD)
•	 Variable positioning up to 25 m away from the stand-
	 ard positioning
•	 Cabinet made of brushed stainless steel
•	 Levelling and pre-opening with open door
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Maschinenraumloser Aufzug
Machineroomless lift

EMERALD 300

With know-how to the top!

emerald 300

LM Liftmaterial GmbH
Gewerbestraße 1, Landsham, D-85652 Pliening (bei München)
Telefon +49 89 909979-0, Telefax +49 89 9043143, info@lm-liftmaterial.de
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